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T-1828(P)/G & RT-1830(P)/S UHF SatCom Terminals

SPECIFICATIONS

GENERAL CHARACTERISTICS

Operating  5 kHz DAMA (bps) Non-DAMA (kbps) 25 kHz DAMA (bps)
Modes

User I/O Rate 75, 300, 600, 1.2, 2.4, 4.8, 7.2 75, 300, 600,
 1200, 2400 8.0, 9.6, 16.0,  1,200, 2,400,

 28.8, 32.0, 38.4 4,800, 16,000
   48.0, 56.0

Burst Rate 600, 800, 1200 N/A 9.6, 19.2, 32 ksps
 2400, 3000 sps

Modulation SOQPSK SBPSK, FSK BPSK
   CPM DEQPSK

Coding R1/2, 3/4, 7/8 RS R1/2, 3/4

I/O Ports 2  1 8

Control Ethernet
 MIL-STD-188-114
      • C-12480/U Control Indicator
      • PC or Workstation

Key Fill (All) KYK-13, KYX-15, KOI-18, AN/CYZ-10

PERFORMANCE CHARACTERISTICS

Frequency Offset Acquisition with up to ± 1200Hz offset

Doppler Correction Uplink for operation with narrow bandwidth acquisition
 modems (e.g., TD-1271)

BER Within 1.5 dB of theory, Typically <5 sec.

MD-1324A(C)/U & MD-1324B(C)/U MIL-STD CAPABILITIES
 188-183: Yes / (AC/DC)
 188-181B: Yes
 188-182A: Yes
 Encrypted O/W: Yes

INTERFACES

Data MIL-STD-188-114 balanced or unbalanced; synchronous 
data, clock and control

Compatible COMSEC AN/CYZ-10; ANDVT Minterm, Tacterm, Airterm; KG-84; 
and others

Frequency Ref, Ext 1, 5 or 10 MHz Standard, 0 ± 10 dB

Frequency Ref, Int 10 MHz, 1ppm

LOS AM/FM TX, RX:  600 ohms, balanced, 300 to 3500 Hz fre-
quency response

UHF RX:243 to 270 MHz, 50 ohms, VSWR <2.5:1
 TX:292 to 318 MHz, 50 ohms, VSWR <2.5:1

Remote Control Ethernet or MIL-STD-188-114 asynchronous with interface 
to RS-422, RS-423 and RS-232

Power Source 120 VAC, 50/60 Hz or 240 VAC, 50 Hz

PHYSICAL CHARACTERISTICS

Dimensions (HD) 15.25 x 24 inches

Volume < 7200 in3

Weight < 100 lb

ENVIRONMENTAL/EMI

Operation Temperature 0°C to 50°C

Altitude 0 to 15,000 ft

Humidity 95%

Cooling Convection cooled

ANDVT
HPA

Pre-Amp Diplexor

Antenna 

KG-84

RT-18XX
Core

SatCom
Terminal

Port 1

120 VAC/
240 VAC

Ref
In

Ref
Out

Keyfill
Terminal Control

(Serial Port)
ViaSat

C-12480/U
or other

UHF Output

UHF Input

Ethernet
(Terminal Control)

HPA ControlPort 2

Port 3

Port 4


